85 m (desirable min.)

req'd.

Temp. R/W

6 m (min.)
12 m (max.)

1500 minimum
3000 desirable

Temporary R/W

e

| ~— Connect to drive
in place

NOTES :

1. The driveway detailed on this sheet shall be used
under the following conditions:
— the mainline shoulder is paved and is less
than 24 m in with
— the mainline shoulder is not paved

2. See
for

Standard Drawing 610—DRIV-07
General Notes.

3. See
for

Standard Drawing 610—-DRIV-06
Sections A—A and B-B.

¢ Ditch LEGEND

[Shoulder break

@Limits of HMA for approaches

Length variable

@ Limits of compacted aggregate base

@ Equivalent to surface in place

PLAN VIEW
COMMERCIAL

6 m (min.)

Edge of pavement

1.2 m desirable

Slope 6

12 m (max.)

Slope —2%

Slope 2% Slope 6:1
| ‘“‘pl

GRS

|
\
\HMA for approaches on

200 min. compacted aggregate base

CROSS SECTION

Width variable

75 kg/m2 HMA Surface 9.5 mm, Mainline on
165 kg/m?HMA Intermediate 19.0 mm, Mainline

Design for ESAL 250,000

HMA FOR APPROACHES

TYPICAL SECTION

12 m desirable

All dimensions are in mm unless otherwise specified.
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