150 mm x 25 mm CORRUGATED ALUMINUM ALLOY PIPE (LOCK SEAM)

HEIGHT OF COVER LIMITS (m)

THICKNESS (mm)

AREA DIAMETER 152 191 2.67 3.43 4.17
(m®) (mm)
MIN. MAX. MIN. MAX. MIN. MAX. MIN. MAX. MIN. MAX.
1.13 1200 0.30 11.6 0.30 14.6 0.30 20.4 0.30 26.5 0.30 30.5
1.43 1350 0.30 10.5 0.30 13.1 0.30 18.3 0.30 23.6 0.30 28.9
177 1500 0.30 9.4 0.30 11.6 0.30 16.5 0.30 21.0 0.30 25.9
2.14 1650 0.30 8.5 0.30 10.7 0.30 14.9 0.30 19.2 0.30 23.5
2.54 1800 0.30 9.8 0.30 13.7 0.30 17.7 0.30 21.6
2.99 1950 0.30 9.1 0.30 12.7 0.30 16.3 0.30 20.0
3.46 2100 0.30 11.6 0.30 14.9 0.30 18.3
3.98 2250 0.30 11.0 0.30 14.0 0.30 17.1
4.52 2400 0.30 13.1 0.30 16.2
5.11 2550 0.32 12.2 0.32 14.9
5.73 2700 0.34 13.4
6.38 2850 0.36 12.3
All dimensions are in mm unless otherwise specified.
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