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15 mm cement
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GENERAL NOTES

200 for brick structure
150 for segmental block structure

@50 mm pipe drain from bottom of curb to inlet. Aggregate to
be placed around inlet end of pipe.

75 mm min. dia. pipe to be kept open for drainage of
subgrade or base until surface is placed.

15 mm cement

mortar

15 mm cement

mortar
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All dimensions are in mm unless otherwise specified.

INDIANA DEPARTMENT OF TRANSPORTATION

15 mm cement

4 mortar

CATCH BASIN

TYPE J
APRIL 1995

STANDARD DRAWING No. 720—CBST-04

i,

o K

300

125
‘ 600
[
50 i |
mm pipe ‘ °
S
. ®
\
15 mm cement
[ A mortar I
L \ o
L = I .
I |
£ |
S
Water‘ T | |
L wf T !
(]
;:‘ I
L k‘ I[
T 3‘ ]
o g S
oz =
L] X Il
1200 dia. | I
| Il
‘ I
o J_-'E KRS ‘_‘,A:-,; A._.-u.‘..l; R
=4 QJA‘.f‘QJAA ?“;.;4':2': QJAA:
WA SICAIORY v.‘A R TN T Y,
SECTION A-A

\
SECTION B-B

| Source Sheet:

S URgy e,

«5,\51‘%0;/0

W

s/ Anthony L. Uremovich 4-03-95
DESI GN STANDARDS ENG NEER DATE

/8/ Donald W. Lucas 4-03-95
DATE

CHI EF H GHMAY ENG NEER

MD1

[DESI GN STANDARDS ENGI NEER




	BACK

