CORRUGATED POLYETHYLENE PIPE, TYPES

HEIGHT OF COVER LIMITS (ft.)

PAY ITEM NOMINAL
DIAMETER DIAMETER MHEIfIéV.I)UM MAE;IS./I)UM
(in.) (in.)
12 12 2.0 11.0
15 15 2.0 11.0
18 18 2.0 11.0
21 21 2.0 11.0
24 24 2.0 11.0
30 30 2.0 11.0
36 36 2.0 11.0

SMOOTH WALL POLYETHYLENE PIPE

HEIGHT OF COVER LIMITS (ft.)

DIMENSION RATIO (NOM. DIA./WALL THICKNESS)
PAY
ITEM | NOMINAL 26 21 11
DIA. DIA. MAX. | MIN. | MAX. [ MIN. | Max. | MIN. | MaAX.
(in.) (in.) MING ey | o) | o) | @) | ) | e | )
12 13 20 | 400 | 20 | 57.0
2 14 20 | 810
15 18 20 | 400 | 20 | 570 | 20 | 810
18 20 20 | 400 | 20 | 570 | 20 | 810
18 22 20 | 810 | 20 | 1000
21 24 20 | 400 | 20 | 570 | 20 | 8L0
24 28 20 | 400 | 20 | 570 | 20 | 8L0
27 32 20 | 400 | 20 | 570 | 20 | 8L0
30 34 20 | 400 | 20 | 570 | 20 | 810
36 42 20 | 400 | 20 | 570 | 20 | 8L0

RIBBED POLYETHYLENE PIPE
HEIGHT OF COVER LIMITS (ft.)
PAY ITEM NOMINAL
DIAMETER DIAMETER MHEIfIiVI)UM MAz(fItN;UM
(in.) (in.) ’ ’
18 18 2.0 18.0
21 21 2.0 22.0
24 24 2.0 21.0
27 27 2.0 24.0
30 30 2.0 22.0
33 33 2.0 23.0
36 36 2.0 25.0
NOTE:

1.

2.

. Because the nominal size of smooth wall polyethylene pipe

The tabulated cover depths shall be measured from the bottom
of the asphalt or concrete pavement to the top of the pipe.

The pay item diameter reflects the minimum required inside
diameter.

is based on the outside diameter, different dimension ratios
may require different nominal diameters to satisfy the pay
item diameter requirements.
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