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If Required

Openings,

Slotted Louver

Cable Ring

5" Backplate

SPAN-HEAD ATTACHMENT

2" Retroreflective Strip

Tether Cable

Tether Bracket

3/8" Ø Span Wire Cable

1'-3" Min. Ø

Drip Loop

6"

1'-6"

1'-6"

3"

6
" 

M
in
.

Wood Pole

Eyebolt

SAFETY CABLE AND EYE BOLT DETAIL

Aircraft Cable

3/8" x 3'-3" Ø

Aircraft Cable

3/8" Ø

*

* If more than one catenary is attached to pole.

Down Guys

Catenary.

Direction On Span and

Be Installed In The Same

All Wire Rope Clips Shall

TOP VIEW
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7'-3"

1'-0"

6"

6" to 12"

2" Max.

Wire Rope Clips

Wire Rope Clips
(Catenary)

3/8" Aircraft Cable

Steel Pole Band

Steel Pole Band

Steel Strain Pole

Signal Cable

Weatherhead

2" Coupling

1'-0" Apart

Cable Rings Spaced

See Detail A

(Catenary)

3/8" Aircraft Cable

3 Wire Rope Clips (Typ.)

Class 2 Wood Pole

(Tether)

1/4" Aircraft Cable

Hub Eyes.

Square Washer and 2

3/4" x 1'-2" Eyebolt With

Safety Cable

Aircraft Cable

Down Guys 3/8"

Down Guy Guard

Anchor Rod

3/4" x 8' Twin Eye

Packaged Dry

Concrete Class A or B or

Hydraulically Tamped or

Sandy Clay Type Material

Eight Way Anchor

9"

3/8" Aircraft Cable

3/8" Aircraft Cable

DETAIL A
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(Span)

3/8" Aircraft Cable

No. 8 Aggregate
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1
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Ground Rod
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Ground Wire

Left Turn Signal

Bracket

Tether
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2

Roadway

2

Bracket

Tether
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