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In November of 1995 HNTB completed the Combined Sewer Overflow Master 
Plan Phase II for the Sanitary District of Hammond as part of their Little Calumet 
River Sampling Program.  The study was conducted in order to characterize and 
model the water quality in the Little Calumet River through the area covered by 
the district and to find the impact that combined sewer overflows (CSOs) have on 
the river.  The study conducted grab samples at seven (7) locations during three 
(3) sampling events.  The sampling locations are identified in Figure 1, of these 
seven locations three are located inside of the study area being looked at for the 
Little Calumet River Watershed Management Plan and a fourth point is located 
along Hart Ditch which is approximately the dividing point for the east-west split 
of the river.   
 
The grab samples taken were tested for a number of parameters; including E.coli, 
ammonia, nitrate, and total phosphorous.  These four sampling parameters 
overlapped with the parameters being tested for as part of the Little Calumet 
River Watershed Management Plan.  Figures 2 to 5 graphically show the 
sampling results found for these four overlapping parameters.  The six (6) tables 
shown at the end of the appendix present the sampling data results found by 
HNTB during the three sampling events.  Each sampling event has a table 
showing the sampling location water quality results as well as the water quality 
results for the CSO discharges, locations shown in Figure 1.  
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Figure 1: HNTB sampling sites and CSO discharge monitoring points.
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Figure 2: E.coli sampling results for HNTB’s November 1995 study. 
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Figure 3: Ammonia sampling results for HNTB’s November 1995 study. 
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Figure 4: Nitrate sampling results for HNTB’s November 1995 study. 
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Figure 5: Total Phosphorous sampling results for HNTB’s November 1995 study. 
 
 

 
















